EXCON

Wire to Wire

6607 SERIES pitch 5.03mm(.198")
m Specifications
1. Current rating: 5A AC/DC 6. Temperature range: —25°C to +105°C
2. Voltage rating: 600V 7. Applicable panel thickness: 0.8—2.0mm
3. Withstand voltage: 1500V AC/minute 8. Applicable wires: AWG#24—#18
4. Insulation resistance: 1000M Q) min Insulation 0.D.: 1.5-2.1mm
5. Contact resistance: 10m () max 9. Circuits: 1,2,3,4,A4,6,9,12,15
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7.92(.312) |23.45(.923) [9.53(.375) [23.70(.933)
7.92(.312) |28.48(1.121)[9.53(.375) [28.73(1.131)
12.95(.510)[18.42(.725) [14.56(.573)|14.50(.571)
7.92(.312) [33.51(1.319)[9.53(.375) |33.76(1.329)
17.98(.708)[18.42(.725) [19.59(.771)|18.67(.735)
17.98(.708)[23.45(.923) [19.59(.771)] 23.70(.933)
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17.98(.708)[33.51(1.319)[19.59(.771)| 33.76(1.329)
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Part Code Information:

6607-WW XX YYY (3) Product Type
@ @@ @ HF=Female housingFree hanging TB=Terminal,B type
HP=Female housing,Panel mount TM=Terminal M type
(D Series Name HM=Male housingFree hanging (%) Material/Finishing/Color
@ Circuits Number HD=Male housing,Panel mount 051=Brass bronze,Tin Pre-Plated
1,2,3,4,A4,6,9,12,15 HS=Female housing,Panel mount 351=Phosphor,Tin Pre-Plated
00 For Terminal HT=Male housing,Panel mount 051=NY 66 UL94V2 Natural Color

TA=Terminal, A type
TP=Terminal,P type
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EXCON

6607 SERIES

Wire to Wire
pitch 5.03mm(.198")

Crimp Terminal

1. Part No.: 660700TA051,660700TP051
and 660700TA351,660700TP351

Part Name: 6607 Terminal

Material: Brass/Phosphor bronze

Finishing: Tin pre-plated

Used in 6607xxHF,6607xxHP series Housing
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Ordering Information and Dimensions:

Part No. Wire Range |Insulation 0.D. | Material Finishing Q'ty/reel
660700TA051 | AWG#20~#14 | 1.7-4.0mm Brass 4,000pcs
660700TP051 | AWG#20~#24 | 1.3—1.7mm Tin pre—plated 9,000pcs
660700TA351 | AWG#20~ #14 | 1.7-4.0mm Phosphor preTp 4,000pcs
660700TP351 | AWG#20~#24 | 1.3-1.7mm P 5,000pcs

Part Code Information:

6607-WW XX YYY

OO

@ Series Name

@ Circuits Number
00 For Terminal

@ Product Type

TA=Terminal,A Type
TP=Terminal,P Type

(4) Material /Finishing/Color

051=Brass bronze,Tin Pre—Plated
351=Phosphor,Tin Pre—Plated
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CON

6607 SERIES

Wire to Wire
pitch 5.03mm(.198")

Crimp Terminal

1.

O~ W

Part No.: 660700TB051,660700TM051
and 660700TB351,660700TM351
Part Name: 6607 Terminal
Material: Brass/Phosphor bronze
Finishing: Tin pre—plated

Used in 6607xxHM,6607xxHD series Housing

6607xxHS,6607xxHT series Housing
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Ordering Information and Dimensions:

Part No. Wire Range [Insulation 0.D. [ Material Finishing Q'ty/reel
660700TB051 | AWG#R20~#14 | 1.7-4.0mm Brass 4,000pcs
660700TM051 | AWG#20~#24 | 1.3—-1.7mm Tin pre—plated 5,000pcs
660700TB351 | AWG#R0~#14 | 1.7-4.0mm Phosohor pre=p 4,000pcs
660700TM351 | AWG#20~#24 | 1.3—-1.7mm P 5,000pcs

Part Code Information:
@ Product Type

@ Series Name

@ Circuits Number
00 For Terminal

TB=Terminal,B Type
TM=Terminal,M Type

(4) Material/Finishing/Color

051=Brass bronze,Tin Pre—Plated
351=Phosphor,Tin Pre—Plated
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EXCON

6607 SERIES

Wire to Wire
pitch 5.03mm(.198")

Housing (Female)

1. Parts NO: 6607xxHF051,6607xxHP051
2. Part Name: 6607 Housing

3. Material: Nylon 66 UL 94V2

4. Color: Natural

Housing (Male)
1. Parts NO: 6607xxHM051,6607xxHD051

6607xxHS051,6607xxHT051
2. Part Name: 6607 Housing

3. Material: Nylon 66 UL 94V2

4. Color: Natural

Dimensional Information

Circuits
Female Male
660701HF051 660701HM051
1
ro
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2
o
660702HF051 660702HP051 660702HM051 660702HD051

Part Code Information:

6607-WW XX YYY

ONOIO)O)

@ Series Name

@ Circuits Number
1,2,3,4,A4,6,9,12,15

(3) Product Type (@) Material/Finishing/Color
HF=Female housingFree hanging 051=Nylon66 UL 94V2, Natural color

HP=Female housing,Panel mount
HM=Male housing,Free hanging
HD=Male housing,Panel mount
HS=Female housing,Panel mount
HT=Male housing,Free hanging
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CON

6607 SERIES

Wire to Wire

pitch 5.03mm(.198")

Male

nformation

660703HD051

660703HM051

660704HD051

660704HM051

6607A4HDO051

6607A4HM051

660705HD051

660705HM051

Dimensional I

Female

660703HP051

660703HF051

660704HP051

660704HF051

6607A4HP051

6607A4HF051

660705HP051

660705HF051

Circuits

A4
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CON

6607 SERIES

Wire to Wire

pitch 5.03mm(.198")

Male

nformation

660706HD051

660706 HMO051

660709HD051

660709HM051

660712HD051

660712HM051

660715HD051

660715HM051

Dimensional I

Female

660706HP051

660706HF051

660709HP051

660709HF051

660712HP051

660712HF051

660715HP051

660715HF051

Circuits

12

15
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ESCON
Wire to Wire

6607 SERIES pitch 5.03mm(.198")

Dimensional Information

Circuits
Female Male

660702HS051 660702HT051
2 % hy
<z 2

A
660703HS051 660703HT051
3

660704HS051 660704HT051

Part Code Information:

6607-WW XX YYY (4) Material /Finishing/Color
ONOIOIO) 2.3.4,A4,6,9,12,15 051=Nylon66 UL 94V2, Natural color

@ Product Type
HS=Female housing,Panel mount

HT=Male housingFree hanging

6607-WW XX YYY @ Circuits Number

@ Series Name
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ESCON
Wire to Wire

6607 SERIES pitch 5.03mm(.198")

Cirouits Dimensional Information
Female

Male

6607A4HS051 6607A4HT051

A4 -

660705HS051 660705HT051

660706HT051

Part Code Information:
(4) Material /Finishing/Color

6607-WW XX YYY Circuits Number
2,3,4,A4,6,9,12,15 051=Nylon66 UL 94V2, Natural color

ONOIO)0)
@ Product Type

@ Series Name
HS=Female housing,Panel mount
HT=Male housingFree hanging
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ESCON
Wire to Wire

6607 SERIES pitch 5.03mm(.198")

Dimensional Information

Circuits
Female Male

660709HS051 660709HT051

Part Code Information:

6607-WW XX YYY (®) Circuits Number (4) Material /Finishing/Color
®©®® 2,3,4,A4,6,9,12,15 S natn DL v Natural colo
(1) Series Name (3) Product Type

HS=Female housing,Panel mount
HT=Male housingFree hanging
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