CON

9901 SERIES

Wire to Board
pitch 5.8mm(.228")

m Specifications

1.

O W

Current rating: 10A AC/DC

Voltage rating: 600V AC/DC
Withstand voltage: 1000V AC/minute
Insulation resistance: 1000M (O min
Contact resistance: 10m (O max

6. Temperature range: —40°C to +105°C
7. Applicable wires: AWG#24—-#16
Insulation 0.D.: 1.5-3.5mm

Part Code Information:

9901-WW XX YYY (3) Product Type

@ @@ @ HA=Housing

TC=Terminal

@ Series Name
@ Circuits Number

03
00 For Terminal

(4) Material /Finishing/Color
310=Phosphor,Tin Plated
201=PBT UL 94VO,Natural Color
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EXCON

9901 SERIES

Wire to Board
pitch 5.8mm(.228")

Crimp Terminal
1. Part No.: 990100TC301
2. Part Name: 9901 Terminal
3. Material: phosphor bronze
4. Finishing: Tin—plated 80" min.
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Ordering Information and Dimensions:
Part No. Wire Range |Insulation 0.D.| Material Finishing Q'ty/reel
990100TC301 | AWG#24~#16 | 1.5-3.5mm Phosphor Tin plated 4,000pcs

Part Code Information:

9901-WW XX YYY

D OO®

@ Series Name

@ Product Type

@ Circuits Number
00 For Terminal

TC=Terminal

(&) Material/Finishing/Color
301=Phosphor,Tin Plated
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ESCON
Wire to Board

9901 SERIES pitch 5.8mm(.228")

Housing

1. Part No.: 990103HAR01

2. Part Name: 9901 Housing
3. Material: PBT UL 94V0

4. Color: Natural
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Part Code Information:
9901-WW XX YYY (8) Product Type (4) Material/Finishing/Color
@ @@ @ HA=Housing 201=PBT UL 94VO,Natural Color

@ Series Name

@ Circuits Number
03
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